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VOL-01 VOLUME CONTROL 
VOL-01-R Right-hand Operation 
VOL-01-L Left-hand Operation  

 
 

The VOL-01 is a passive 25K volume control designed to receive 
input from low impedance Active pickups, our LBCA-02 Active 
Blend Control, or the EMG™ ABCX Blend Control. 
 
The VOL-01 features modular DuPont-compatible cable 
connectors for easy installation and is available in both right-
hand and left-hand operation. 
 

This volume control is designed to be compatible with EMG™ classic and X-series Active pickups, 
controls, and cables to provide easy installation.  
 
 
INSTALLATION INSTRUCTIONS: DUAL VOLUME FOR ACTIVE PICKUPS 

The VOL-01 can be used to provide dual volume control for active pickups as shown in the diagram below.  

In this configuration, the BLACK and WHITE pickup wire is connected to the IN pins. The OUT connector of 
the first volume control is plugged into the THRU connector on the second volume control. The OUT of the 
second volume control goes to the LHZ preamp input. 

 

 

The THRU,  IN, and OUT connectors on the VOL-01 Volume 
control are labeled using common wire colors: 

• BLK: Negative power / Signal common. 
• WHT: Audio signal. 

  

 

INSTALLATION INSTRUCTIONS: MASTER VOLUME CONTROL AFTER BLEND 

BRIDGE PICKUP
(EMG ACTIVE)

NECK PICKUP
(EMG ACTIVE)

VOL-1 VOLUME

VOL-1 VOLUME
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The VOL-01 can be used for master volume control when paired with the LBCA-02 Active Blend control as 
shown in the diagram below. In this configuration, the BLACK and WHITE output from the LBCA-02 is 
connected to the IN pins. The OUT connector goes to the LHZ preamp input. 

ACTIVE PICKUPS PASSIVE PICKUPS 

  
 

NOTE: The VOL-01 volume controls works with BOTH the 25K and 100K versions due to its buffered low-
impedance output of the LBCA-02. 

 

 
INCLUDED CABLES 

The VOL-01 ships with a two 2-pin modular disconnect cables intended to connect the output into the 
preamp or the next volume pot and the input to another VOL-01 Volume control or LBCA-02 Blend 
control. 

TWO-PIN JUMER (QTY: 2)

BLACK, 24 AWG, STRANDED
WHITE, 24 AWG, STRANDED

A

 

This cable is used to connect the OUTPUT 
of the VOL-01 to the THRU of another VOL-
01 or the INPUT of the LHZ preamp.  
 

  

Connecting the VOL-01 to a pickup with only a standard wire with no connectors? No problem! Simply cut 
the connector off one of the cables to solder the WHITE and BLACK wires to the existing pickup wires. You 
now have a pickup with a modular connector! 

 

 

NOTE ABOUT FACTORY PICKUP CABLES: EMG pickups almost always have modular cables. If you have 
EMG pickups but have standard wires (no connector) in the cavity, it is likely the OEM removed the quick-
disconnects from the wires! Simply remove a pickup and look underneath it... if it has a connector, you 
can order replacement modular pickup cables directly from EMG! The modular EMG pickup cables will 
plug directly into the VOL-01! 

 

BLEND CONTROL HAS 
TWO INPUT ROWS. 
INPUT 1 = NECK
INPUT 2 = BRIDGE

NECK PICKUP TO
UPPER 3 PIN HEADER

BRIDGE PICKUP TO
LOWER 3 PIN HEADER

BRIDGE PICKUP
(EMG ACTIVE)

NECK PICKUP
(EMG ACTIVE)

VOL-1 VOLUME

LBCA-02 (25K) 
ACTIVE BLEND

NECK PICKUP TO
UPPER 3 PIN HEADER

BRIDGE PICKUP TO
LOWER 3 PIN HEADER

BRIDGE PICKUP
(EMG PASSIVE)

NECK PICKUP
(EMG PASSIVE)

VOL-01 VOLUME

LBCA-02 (100K)
ACTIVE BLEND

BLEND CONTROL HAS 
TWO INPUT ROWS. 
INPUT 1 = NECK
INPUT 2 = BRIDGE


